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1" = 3'

TYPICAL GRAVEL TRAIL SECTION
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TYPICAL PAVED TRAIL SECTION
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TYPICAL RAMP SECTION
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AND BACKFILL IN ACCORDANCE WITH EM 1110-2-1913.

DEPTH OF 3 FEET BELOW NATURAL GROUND SURFACE 

DRAINS, AND OTHER OBJECTIONABLE MATERIAL TO A 

IN DIAMETER, BURIED LOGS, OLD PILING, OLD PAVING, 

DEBRIS.  REMOVE ALL STUMPS, ROOTS OVER 1.5 INCHES 

LOOSE STONE, ABANDONED STRUCTURES, FENCING, AND 

1.  CLEAR ALL TREES, TIMBER, BRUSH, VEGETATION, 
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300 CUBIC FEET PER FT

CLASS IV RIRAP

LAUNCHABLE TOE, 

3' CLASS IV RIPRAP

TOE OF SLOPE

MATCH TO EXISTING

EL 14.5'

EL 26.0'

BY OTHERS (NIC)

BE CONSTRUCTED

SHEET PILE WALL TO

EL 17.5'

EL 29.0'

FOR SHEET PILE WALL STABILITY

MININUM SOIL PRISM REQUIRED

DO NOT EXCAVATE BEYOND,

(NIC)

FILL BY OTHERS

4'

1' TOPSOIL 

HYDROSEED ALL TOPSOIL

EMBANKMENT MATERIAL

WITH 8" OF TOPSOIL

2 PLANTING LIFTS

1' QUARRY SPALLS

SPALLS

1' QUARRY 

19.5'

2

1

1.5

1

3
.2
'

PARKING LOT

EXISTING 

EXISTING GRADE

OTHERS (NIC)

CONSTRUCTED BY 

AND HANDRAIL TO BE 

CONCRETE BARRIER 

1.5%

3'

OF CONCRETE CAP
MATCH GRADE AT TOP

5.4'1.8'

MAX. SLOPE 1.5H:1V
SLOPE VARIES

TRAIL SURFACE

10' 2'

11.5' - 12.5'

80' - 90'

9'

5
'

4" BASE COURSE

3" TOP COURSE

1' TOPSOIL1.5%

2'10'3'

CAP

TOP OF CONCRETE

MATCH GRADE AT

OTHERS (NIC)

CONSTRUCTED BY

AND HANDRAIL TO BE

CONCRETE BARRIER 

TOP COURSE

4" BASE COURSE

1' TOPSOIL

3" HMA PAVEMENT

1.5%

2'10'3'

CAP

TOP OF CONCRETE

MATCH GRADE AT

OTHERS (NIC)

CONSTRUCTED BY

AND HANDRAIL TO BE

CONCRETE BARRIER 

TOP COURSE

6" BASE COURSE

1' TOPSOIL

1' TOPSOIL

1.0%

5% SLOPE MAX.

GRADE AT

RAMP,

THAN 1.5H:1V

NOT STEEPER

SLOPE VARIES,

THAN 1.5H:1V

NOT STEEPER

SLOPE VARIES,

12' (MIN. WIDTH)


