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CONSTRUCTION SEQUENCE/GENERAL NOTES:
1. ATTEND PRE-CONSTRUCTION MEETING AND NOTIFY PERMIT

AUTHORITIES BEFORE STARTING CONSTRUCTION.

2. INSTALL CONSTRUCTION ENTRANCE AND STRAW WATTLES.
MAINTAIN STRAW WATTLE PLACEMENT AS DIRECTED BY
ENGINEER.

3. LOCATE PLANTING CIRCLE AND GATE IN DRIVEWAY.
TRANSPLANT SUMAC TREE, REMOVE PLANTING CIRCLE AND
GATE AND SET ASIDE FOR REPLACEMENT AT END OF
PROJECT.

4. CONSTRUCT TEMPORARY CONSTRUCTION BENCH.
SEGREGATE AND STOCKPILE LEVEE MATERIALS BASED
ON SIZE FOR REUSE.

5. EXCAVATE UPSTREAM BORDER OF LEVEE FOOTPRINT TO
PLACE LEVEE MATERIALS.

6. WLRD WILL DETERMINE AND MARK THE MATCH LINE FOR THE
LEVEE TOE.

7. NO EQUIPMENT SHALL ENTER THE WATER. HEAVY EQUIPMENT
SHALL OPERATE FROM THE BENCH ABOVE THE WATER
SURFACE.

8. ALL TOE ROCK SHALL BE CLEAN FRACTURED 5-6 MAN ROCK.

9. PLACE TOE ROCK IN THE LEVEE TOE WITH THE LONGEST
DIMENSION PARALLEL TO THE RIVER AND PLACE TO MINIMIZE
POTENTIAL FOR ROLLING BY INTERLOCKING ROCK AS MUCH
AS POSSIBLE. DO NOT EXTEND THE TOE FURTHER INTO THE
CHANNEL BEYOND THE ORIGINAL FOOTPRINT OF THE FACILITY.

10. REBUILD LEVEE PRISM UP TO BENCH ELEVATION. SLOPE OF
REBUILT LEVEE WILL BE 2:1.

11. BUILD SEVERAL LAYERS OF COIR LIFTS AT UPSTREAM END OF
LEVEE. COIR LIFTS WILL BE APPROXIMATELY 1.5 FEET TALL
AND 6 FT DEEP FILLED WITH TOP SOIL AND PIT RUN.  NATIVE
PLANT LIVE STAKES WILL BE PLACED BETWEEN EACH LIFT AT
ONE FOOT INTERVALS.

12. WATERING TRUCK WILL THOROUGHLY SOAK EACH LAYER
DURING CONSTRUCTION.

13. PLACE LARGE ROUND BOULDERS ON BENCHES OF OFFSET
COIR LIFTS.

14. PLACE 1 FOOT OF 4 TO 8-INCH ROCK TO BENCH ELEVATION.

15. PLACE 5-6 MAN ROCK TO 438 FOOT ELEVATION.

16. PLACE 3-4 MAN ROCK TO 442 FOOT ELEVATION. USE
STOCKPILED LEVEE 3-4 MAN ROCK.

17. BUILD SEVERAL LAYERS OF COIR LIFTS TO 446 FOOT
ELEVATION. COIR LIFTS WILL BE 6 FEET WIDE AND FILLED WITH
TOP SOIL AND PIT RUN. NATIVE PLANT LIVE STAKES WILL BE
PLACED BETWEEN EACH LIFT AT ONE FOOT INTERVALS.

18. WATERING TRUCK WILL THOROUGHLY SOAK EACH LAYER
DURING CONSTRUCTION.

19. PLACE ONE FOOT OF TOPSOIL AND MULCH. COVER SOIL WITH
COIR FABRIC AND PLANT NATIVE SHRUBS AND TREES
THROUGHOUT TOP OF LEVEE.

20. ALL VOIDS SHALL BE FILLED WITH SMALLER GRADED ROCK
AND SOIL AS DIRECTED BY ENGINEER.

21. RESTORE PLANTING CIRCLE AND GATE IN DRIVEWAY AND
PLANT TREE IN PLANTING CIRCLE.

22. REMOVE TEMPORARY EROSION CONTROL FEATURES.


