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AVANVANANAY

SECTION A-A SECTION B-B

NOTE: -
1. SEE SEC. 3.04 FOR JOINT REQUIREMENTS.

| 2. FOR INTEGRAL POUR CONSTUCTION, 1/4” EDGED GROOVE MAY : i
REPLACE EXPANSION JOINT AT INTERFACE BETWEEN CURB AND DATE REViSION 8v | APPRD
ADJACENT SIDEWALK.

i o, Mk CURB & SIDEWALK JOINTS
















! STANDARD CURB RADIUS

TRAFFIC SIGNAL
LIGHT STANDARD

" MIN. RESIDENTAL
9' MIN. COMMERCIAL
& INDUSTRIAL

_v\l PROPERTY LINE

\I RIGHT-OF—WAY LINE

FIRE HYDRANY
UNUTY POLE.
SEE NOTE 3.
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DRIVEWAY
TAPER AND FLARE

18" MIN.

DRIVEWAY WIDTH

, RESIDERTIL

BETWEEN DRIVEWAYS
SERVING SAME PARCEL
OF LAND

NO PORTION OF ANY DRIVEWAY SHALL ENCROACH IN CURB RETURN,

COMMERCIAL/INDUSTRIAL DRIVEWAYS MUST BE APPROVED BY THE
ENGINEER, CONSIDERING BOTH TRAFFIC SAFETY AND THE ACTMTY
BEING SERVED. ALL COMMERCIAL/INDUSTRIAL DRIVEWAYS SHALL

HAVE AN EXPANSION JOINT LOCATED MID-WIDTH.

SEE SEC. 3.04.

FOR ROADWAY CLEARANCE OF UTILITY POLES AND STRUCTURES
SEE SEC. 8.02G AND DWG. NO. 5-001.

DRIVEWAYS SHALL BE LOCATED AS FAR FROM THE INTERSECTION

AS POSSIBLE.

ONE-WAY 20° MIN.

REVISION

APPR'D

®

KING COUNTY PUBLIC WORKS

KING COUNTY, WASHINGTON

LOCATION & WIDTH OF NEW DRIVEWAYS
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